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Type Order No.

SPC4120.200-L1 SPC control panel 8-32 zones‚ G2

The control panel SPC4120 supports expansion up to 32 zones (8 on-
board)‚ 30 outputs (6 on-board) and 4 system keypads. Each zone can 
be configured for different zone monitoring requirements with 4K7 
resistors as standard‚ but does support other resistor values. The con-
troller provides 1 X-BUS interfaces‚ 4 areas‚ 32 users with different 
access levels‚ dual signaling path with PSTN and GSM option‚ SMS over 
PSTN or GSM‚ 1’000 logged events. The panel comes in a tamper pro-
tected metal cabinet with space for optional 7AH battery and 1 addi-
tional expander and is designed to meet EN 50131 Grade 2 standard. 

Supply voltage 230 VAC‚ +10 to -15 %‚ 50 Hz 

Current consumption 100 mA (230 VAC) 

Auxiliary power (nominal) Max. 750 mA (12 VDC) 

Battery Optional 

Battery capacity Max. 7 Ah / 12 V 

Number of on-board zones 8 

Max. number of hardwired zones 32 

Number of on-board open coll. Max. 4 

Number of on-board relays 1 strobe‚ 30 V / 1 A (resistive switch-
ing current) 

Max. number of outputs 30 

Programmable areas 4 

Number of remote controls Up to 32 (1 per user) 

Number of users 32 

Number of keypads Max. 4 

Interfaces 1 x X-BUS (1 spur)
1 x RS232 (RJ45 ports‚ for X-10 or 
external communications)
1 x USB (PC connection for terminal 
program access)
1 x SPC Fast Programmer 

Operating temperature +5 z +40 °C

Dimensions (W x H x D) 264 x 357 x 81 mm

Housing protection IP30 

Housing Metal enclosure 

Weight (without battery) 4.500 kg

Data sheet A6V10209314 

S54541-C101-A100
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SPC4120.300-L1 SPC control panel 8-32 zones‚ G2

The SPC4120.300 control panel supports expansion up to 32 zones (8 
on-board)‚ 30 outputs (6 on-board)‚ 4 system keypads and complies 
with EN 50131 Grade 2 standard. Each zone can be configured for dif-
ferent zone monitoring requirements with 4K7 resistors as standard‚ 
but does support other resistor values. The controller provides 1 X-BUS 
interfaces‚ 4 areas‚ 32 users with different access levels‚ dual signalling 
path with PSTN and GSM option‚ logging of 500 events‚ X-10 home 
automation interface. The system is expandable with wireless modules 
and supports up to 32 Intrunet wireless detectors (mixed with wired 
zones) and 1 remote control per user.The panel comes in a tamper pro-
tected metal cabinet with space for optional 7AH battery and 1 addi-
tional Expander.
Availble from July 2009 onwards.

Supply voltage 230 VAC‚ +10 to -15 %‚ 50 Hz 

Current consumption 100 mA (230 VAC) 

Auxiliary power (nominal) Max. 750 mA (12 VDC) 

Battery Optional 

Battery capacity Max. 7 Ah / 12 V 

Number of on-board zones  

Max. number of hardwired zones 32 

Max. number of wireless zones Up to 32 wireless zones (take away 
wired zones) 

Portfolio of wireless devices See wireless detectors and periph-
erals 

Number of on-board open coll. Max. 4 

Number of on-board relays 1 strobe‚ 30 V / 1 A (resistive switch-
ing current) 

Max. number of outputs 30 

Programmable areas 4 

Number of remote controls Up to 32 (1 per user) 

Number of users 32 

Number of keypads Max. 4 

Interfaces 1 x X-BUS (1 spur)
1 x RS232 (RJ45 ports‚ for X-10 or 
external communications)
1 x USB (PC connection for terminal 
program access)
1 x SPC Fast Programmer 

Operating temperature +5 z +40 °C

Dimensions (W x H x D) 264 x 357 x 81 mm

Housing protection IP30 

Housing Metal enclosure 

Weight (without battery) 4.500 kg

Data sheet A6V10238986 

S54541-C101-B100
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SPC52.. SPC control panel 8-128 zones

The SPC52.. control panel combines intrusion and access functionality 
in one system and can be expanded up to 128 zones (8 on-board)‚ 128 
outputs (6 on-board)‚ 16 system keypads‚ 16 entry/exit doors and com-
plies with EN 50131 Grade 2 or Grade 3 standard. Each zone can be 
configured for different zone monitoring requirements with 4K7 resis-
tors as standard‚ but does support other resistor values. The controller 
provides 2 X-BUS interfaces (2 stubs or 1 loop)‚ 16 areas‚ 256 users with 
different access levels‚ dual signalling path with PSTN and GSM options‚ 
Integral Web Server‚ logging of 10’000 intrusion and 10'000 access 
events‚ X-10 home automation interface. The system is expandable 
with wireless modules and supports up to 120 Intrunet wireless detec-
tors (mixed with wired zones) and 1 remote control per user.The panel 
comes in a tamper protected and hinged metal cabinet with space for 
optional 17AH battery and 4 additional Expanders. 
Available with door control and wireless functinality from July 2009 
onwards.

Supply voltage 230 VAC‚ +10 to -15 %‚ 50 Hz 

Auxiliary power (nominal) Max. 750 mA (12 VDC) 

Current consumption Max. 160 mA (230 VAC) 

Battery Optional 

Number of on-board zones 8 

Max. number of hardwired zones 128 

Max. number of wireless zones 120 (take away wired zones) 

Portfolio of wireless devices See wireless detectors and periph-
erals 

Number of on-board open coll. 1 internal bell (max. 400 mA resis-
tive)‚
1 external bell (max. 400 mA resis-
tive)‚
3 general outputs (each max. 400 
mA resistive‚ supplied via auxiliary 
output)  

Number of on-board relays 1 strobe‚ 30 V / 1 A (resistive switch-
ing current) 

Max. number of outputs 128 

Programmable areas 4 

Number of remote controls Up to 256 (1 per user) 

Number of users 256 

Number of keypads Max. 16 

Interfaces 2 x X-BUS (2 spurs or 1 loop)‚
2 x RS232 (RJ45 ports‚ for X-10 or 
external communication)
1 x USB (PC for browser program-
ming / terminal program)‚
1 x SPC Fast Programmer 

Operating temperature +5 z +40 °C

Housing protection IP30 

SPC52..
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SPC5220.200-L1 SPC control panel 8-128 zones‚ G2

See SPC52.. for technical overview and note the additional / other 
specifications:

Dimensions (W x H x D) 264 x 357 x 81 mm

Battery capacity Max. 7 Ah / 12 V 

Housing Metal enclosure 

Weight 4.500 kg

Data sheet A6V10238974 

S54541-C102-A100

SPC5230.300-L1 SPC control panel 8-128 zones‚ G3

See SPC52.. for technical overview and note the additional / other 
specifications:

Dimensions (W x H x D) 326 x 415 x 114 mm

Battery capacity Max. 17 Ah / 12 V 

Housing Hinged metal enclosure 

Weight 7.300 kg

Data sheet A6V10238974 

S54541-C103-A100
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SPC63.. SPC control panel 8 - 512 zones

The SPC63.. control panel combines intrusion and access functionality 
in one system and can be expanded up to 512 zones (8 on-board)‚ 512 
outputs (6 on-board)‚ 32 system keypads‚ 32 entry/exit doors and com-
plies with EN 50131 Grade 2 or Grade 3 standard. Each zone can be 
configured for different zone monitoring requirements with 4K7 resis-
tors as standard‚ but does support other resistor values. The controller 
provides 2 X-BUS interfaces (2 stubs or 1 loop)‚ 32 areas‚ 512 users with 
different access levels‚  tri signalling path with PSTN and GSM option 
and IP‚ Integral Web Server‚ logging of 10’000 intrusion and 10'000 
access events‚ X-10 home automation interface‚ on-board Ethernet. 
The system is expandable with wireless modules and supports up to 
120 Intrunet wireless detectors (mixed with wired zones) and 1 remote 
control per user.The panel comes in a tamper protected and hinged 
metal cabinet with space for optional 17AH battery and 4 additional 
Expanders. 
Available with door control and wireless functionality from July 2009 
onwards.

Supply voltage 230 VAC‚ +10 to -15 %‚ 50 Hz 

Power supply 230 VAC‚ +10 to -15 %‚ 50 Hz 

Current consumption Max. 200 mA (12 VDC) 

Auxiliary power (nominal) Max. 750 mA (12 VDC) 

Battery Optional 

Number of on-board zones 8 

Max. number of hardwired zones 512 

Max. number of wireless zones 120 (take away wired zones) 

Portfolio of wireless devices See wireless detectors and periph-
erals 

Number of on-board open coll. 1 internal bell (max. 400 mA resis-
tive)
1 external bell (max. 400 mA resis-
tive)
3 general outputs (each max. 400 
mA resistive‚  supplied via auxiliary 
output)  

Number of on-board relays 1 strobe‚ 30 V / 1 A (resistive switch-
ing current) 

Max. number of outputs 512 

Programmable areas 32 

Number of remote controls Up to 512 (1 per user) 

Number of users 512 

Number of keypads Max. 32 

Interfaces 2 x X-BUS (2 spurs or 1 loop)‚
2 x RS232 (RJ45 ports‚ for X-10 or 
external communication)
1 x USB (PC for browser program-
ming / terminal program)‚
1 x SPC Fast Programmer
1 x Ethernet (RJ45) 

Operating temperature +5 z +40 °C

Housing protection IP30 

SPC63..
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SPC6320.200-L1 SPC control panel 8-512 zones‚ G2

See SPC63.. for technical overview and note the additional / other 
specifications:

Dimensions (W x H x D) 264 x 357 x 81 mm

Battery capacity Max. 7 Ah / 12 V 

Weight 4.500 kg

Data sheet A&V10238980 

S54541-C104-A100

SPC6330.300-L1 SPC control panel 8-512 zones‚ G3

See SPC63.. for technical overview and note the additional / other 
specifications:

Dimensions (W x H x D) 326 x 415 x 114 mm

Battery capacity Max. 7 Ah / 12 V 

Weight 7.300 kg

Data sheet A6V10238980 

S54541-C105-A100



Intrunet SPC LCD keypads
With or without integrated card reader and
wireless receiver…

…for a multi-dimensional user interface with
truly advanced functionality.
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SPCK420.100 LCD keypad with 2x16 characters

The wired standard LCD keypad SPCK420 provides the user with an 
iconic Interface to control the security system. Its 32 character blue 
backlight display and keyboards allows control under all lighting condi-
tions. Navigation of the intuitive menu system is achieved using the 
central Navigation key. The keypad also has soft keys and alphanumeric 
keys that allow contextual key operation and data input directly from 
the keypad.

Current consumption: minimum 55 mA (12 VDC) 

Current consumption: maximum 90 mA (12 VDC) 

Status LEDs 3 

LCD Display 2 x 16 characters 

Special function keys Multi-dimensional navigation key 
and 2 soft keys 

Operating temperature +5 z +40 °C

Dimensions (W x H x D) 148 x 85 x 33 mm

Housing protection IP30 

Weight 0.200 kg

Data sheet A6V38986‚ A6V10238974‚ 
A6V10238980 

S54543-F101-A100

SPCK421.100 LCD keypad with 2x16 characters and card reader

The LCD keypad SPCK421 provides the same features as the standard 
wired keypad SPCK420‚ but has also the ability to set/unset using a 
proximity key fob. Proximity fobs have the advantage that they do not 
require batteries and negate the need for users to remember PIN’s. 
When the system is configured to use the reader as setting / unsetting 
device‚ PIN entry is disabled during the entry timer.

Current consumption: minimum 90 mA (12 VDC) 

Current consumption: maximum 110 mA (12 VDC) 

Status LEDs 3 

LCD Display 2 x 16 characters 

Special function keys Multi-dimensional navigation key 
and 2 soft keys 

Operating temperature +5 z +40 °C

Dimensions (W x H x D) 148 x 85 x 33 mm

Housing protection IP30 

Weight 0.200 kg

Data sheet A6V38986‚ A6V10238974‚ 
A6V10238980 

S54543-F102-A100
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SPCK422.100 LCD keypad with 2x16 characters and SiWay module

The LCD keypad SPCK422 provides the same features as the standard 
wired keypad SPCK420‚ but is additionally equipped with a wireless 
receiver module. This allows an easy range extension for Intrunet wire-
less detectors and remote controls linked to the system.
Available from July 2009 onwards.

Current consumption: minimum 65 mA (12 VDC) 

Current consumption: maximum 95 mA (12 VDC) 

Status LEDs 3 

LCD Display 2 x 16 characters 

Special function keys Multi-dimensional navigation key 
and 2 soft keys 

Operating temperature +5 z +40 °C

Dimensions (W x H x D) 148 x 85 x 33 mm

Housing protection IP30 

Weight 0.200 kg

Data sheet A6V38986‚ A6V10238974‚ 
A6V10238980 

S54543-F103-A100
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SPCN110.000 Analog PSTN module

The PSTN module SPCN110 (up to 56K) is compatible with the com-
plete SPC panel range and plugs directly on the main PCB removing the 
need for any additional wiring. The modem can take control of the line 
and communicates with a central station (ARC) using common format 
protocols (SIA‚Contact ID etc.). It also supports PPP connection to SPC 
Pro Software for remote programming and configuration up-/down-
load.
The PSTN modem can be used as the primary source of communication 
or as backup to IP communication or GSM modem.

Current consumption: minimum 20 mA (12 VDC) 

Current consumption: maximum 35 mA (12 VDC) 

Status LEDs 4 

Operating temperature +5 z +40 °C

Dimensions (W x H x D) 90 x 38 x 25 mm

Weight 0.030 kg

Data sheet A6V38986‚ A6V10238974‚ 
A6V10238980 

S54550-B101-A100

SPCN310.000 GSM module incl. antenna

The GSM Module SPCN310 can be assigned to any mobile network by 
the insertion of a standard SIM card. The modem is compatible with the 
complete range of SPC panels and plugs directly on the main PCB 
removing the need for any additional wiring. The unit comes with an 
external aerial that fits on the cabinet. The modem communicates with 
a central station (ARC) using common format protocols (SIA‚ Contact ID 
etc.). It also supports PPP connection to SPC Pro Software for remote 
programming and configuration up-/download. The SMS feature allows 
user / engineer to be sent a predefined text when selected events occur 
in the system. It also allows receiving of predefined SMS commands for 
security system control.
The GSM modem can be used as the primary source of communication 
or as backup to the PSTN modem or IP communication.

Current consumption: minimum 50 mA (12 VDC) 

Current consumption: maximum 60 mA  (12 VDC) 

Status LEDs 2 

Operating temperature +5 z +40 °C

Dimensions (W x H x D) 90 x 38 x 25 mm

Weight 0.030 kg

Data sheet A6V38986‚ A6V10238974‚ 
A6V10238980 

S54550-B102-A100
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SPCW110.000 SiWay RF kit for panel

The SPCW110.000 SiWay RF-Kit for Panel extends the SPC control panel 
with a wireless receiver for Intrunet wireless detectors and remote con-
trols in reception range. The wireless module plugs directly on the main 
PCB of compatible SPC panels. The kit also includes a stub antenna to 
mount on metal cabinets.
Available from July 2009 onwards.

Current consumption: minimum 10 mA (12 VDC) 

Current consumption: maximum 10 mA (12 VDC) 

Operating temperature +5 z +40 °C

Dimensions (W x H x D) 150 x 22 x 20 mm (PCB‚ w/o anten-
na) 

Weight 0.050 kg

Data sheet A6V38986‚ A6V10238974‚ 
A6V10238980 

S54554-B101-A100

SPCW130.100 SiWay RF kit for panel

The SPCW130.100  SiWay RF-Expander is connected to the X-Bus and 
provides a range extension for the Intrunet wireless detectors and 
remote controls linked to the system. The Expander comes in a tamper 
protected housing and features also an X-Bus status LED and on board 
buzzer for easy device identification and extensive self-diagnostic capa-
bilities.
Available from July 2009 onwards.

Current consumption: minimum 60 mA (12 VDC) 

Current consumption: maximum 60 mA (12 VDC) 

Operating temperature +5 z +40 °C

Dimensions (W x H x D) 195 x 150 x 47 mm (Enclosure) 

Weight 0.340 kg

Data sheet A6V38986‚ A6V10238974‚ 
A6V10238980 

S54554-F101-A100

SPCW101.000 External aerial kit

The SPCW101.000 External Antenna Kit (868 MHz) allows the connec-
tion of a GSM or Wireless module in a cabinet to an externally mounted 
antenna for best reception level. The kit comes with a stub antenna‚ 2m 
cable with connectors and a mounting bracket. The antenna connects 
to GSM- or Wireless modules with fitted SMA connector for external 
antenna option.
Available from July 2009 onwards.

Operating temperature +5 z +40 °C

Weight 0.090 kg

Data sheet A6V38986‚ A6V10238974‚ 
A6V10238980 

S54559-B101-A100
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SPCE650.100 Expander with 8 inputs and 2 outpus

The  Expander SPCE650 extends the SPC system via X-BUS with 8 wired 
zones and 2 fully programmable relay outputs. The zones and outputs 
on the expander function exactly as the zones and outputs on the SPC 
panel. Each zone can be configured for different zone monitoring 
requirements. The system supports 4K7 resistors as standard for moni-
toring but does support other resistor values. The outputs are volt free 
relays that provide both NO and NC terminals allowing the greatest 
flexibility. The expander comes in a tamper protected housing and fea-
tures also an X-BUS status LED and on board buzzer for easy device 
identification and extensive self-diagnostic capabilities.

Current consumption: minimum 45 mA (12 VDC) 

Current consumption: maximum 80 mA (12 VDC) 

Operating temperature +5 z +40 °C

Dimensions (W x H x D) (Enclosure) 195 x 150 x 47 mm 
(PCB) 50 x 82 x 20 mm  

Housing protection IP30 

Weight 0.350 kg

Data sheet A6V38986‚ A6V10238974‚ 
A6V10238980 

S54542-F101-A100

SPCE450.100 Expander with 8 relay outputs

The Expander SPCE450 extends the SPC system via X-BUS with 8 fully 
programmable relay outputs. The outputs are volt free relays that pro-
vide both NO and NC terminals allowing the greatest flexibility. The 
expander comes in a tamper protected housing and features also an X-
BUS status LED and on board buzzer for easy device identification and 
extensive self-diagnostic capabilities.

Current consumption: minimum 55 mA (12 VDC) 

Current consumption: maximum 180 mA (12 VDC) 

Operating temperature +5 z +40 °C

Dimensions (W x H x D) (Enclosure) 195 x 150 x 47 mm 
(PCB) 50 x 82 x 20 mm  

Housing protection IP30 

Weight 0.400 kg

Data sheet A6V38986‚ A6V10238974‚ 
A6V10238980 

S54542-F103-A100
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SPCA210.100 2-Door expander

The SPCA210.100 2-Door Expander extends the SPC5000/6000 with 
advanced door control functionality for 2 entry doors or 1 entry/exit 
door. The device features 2 Wiegand/Clock&Data interfaces‚ 4 LED con-
trol outputs (1 void / 1 valid per reader)‚ 4 zones (1 position- and 1 
opening switch per door)‚ 2 relay outputs (1 lock per door) and an on-
board buzzer to signal "door open too long" events. The zones and out-
puts function exactly as for the SPC panel. To allow greatest flexibility‚ 
the zones and outputs are freely programmable for other purposes if 
not used for door control. Up to 512 priority card holders can be stored 
on the expander for standalone operation in case of communication 
loss to the control panel. The Expander comes in a tamper protected 
housing and features also an X-BUS status LED for easy device identifi-
cation and extensive self-diagnostic capabilities.
Available from July 2009 onwards.

Current consumption: minimum 45 mA (12 VDC) 

Current consumption: maximum 80 mA (12 VDC) 

Operating temperature +5 z +40 °C

Dimensions (W x H x D) (Enclosure) 195 x 150 x 47 mm 
(PCB) 50 x 82 x 20 mm  

Housing protection IP30 

Weight 0.360 kg

Data sheet A6V38986‚ A6V10238974‚ 
A6V10238980 

S54547-A101-A100

SPCP332.300 Power supply (7Ah) with I/O expander

The  smart PSU SPCP332 with expander extends the SPC system via X-
BUS with a monitored 12 VDC 2.6 A local power source for connected 
security devices (e.g. expanders on X-BUS) and battery management‚ 8 
wired zones and 2 fully programmable relay outputs. The zones and 
outputs on the expander function exactly as the zones and outputs on 
the SPC panel. Each zone can be configured for different zone monitor-
ing requirements. The system supports 4K7 resistors as standard for 
monitoring but also does support other resistor values. The outputs are 
volt free relays that provide both NO and NC terminals allowing the 
greatest flexibility. The expander features also an X-BUS status LED and 
on board buzzer for easy device identification and extensive self-diag-
nostic capabilities.

Supply voltage (typical) 230 VAC‚ +10 to -15 %‚ 50 Hz 

Current consumption Max. 220 mA (230 VAC) 

Mains fuse 500 mA T 

Battery Optional 

Operating temperature +5 z +40 °C

Housing material Steel‚ > 1.2 mm 

Dimensions (W x H x D) 264 x 357 x 81 mm

Battery capacity Max. 7 Ah / 12 V 

Housing protection IP30 

Weight 5.100 kg

Data sheet A6V38986‚ A6V10238974‚ 
A6V10238980 

S54545-C102-A100
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SPCP333.300 Power supply (17 Ah) with I/O expander

The smart PSU SPCP333 with expander extends the SPC system via X-
BUS with a monitored 12 VDC 2.6 A local power source for connected 
security devices (e.g. expanders on X-BUS) and battery management‚ 8 
wired zones and 2 fully programmable relay outputs. The zones and 
outputs on the expander function exactly as the zones and outputs on 
the SPC panel. Each zone can be configured for different zone monitor-
ing requirements. The system supports 4K7 resistors as standard for 
monitoring but also does support other resistor values. The outputs are 
volt free relays that provide both NO and NC terminals allowing the 
greatest flexibility. The expander features also an X-BUS status LED and 
on board buzzer for easy device identification and extensive self-diag-
nostic capabilities.

Supply voltage (typical) 230  VAC‚ +10 to -15 %‚ 50 Hz 

Current consumption 220 mA (230 VAC) 

Mains fuse 500 mA T 

Battery Optional 

Operating temperature +5 z +40 °C

Housing material Steel‚ > 1.2 mm 

Dimensions (W x H x D) 326 x 415 x 114 

Battery capacity Max. 17 Ah / 12 V 

Housing protection IP30 

Weight 7.400 kg

Data sheet A6V38986‚ A6V10238974‚ 
A6V10238980 

S54545-C101-A100
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SPCX410.000 Fast Programmer 

The Fast Programmer SPCX410 provides a simple method of transfer-
ring configuration files from a PC (USB) to an SPC panel through the SPC 
Pro application and backing up configuration files from an SPC panel to 
the fast programmer without direct PC connection. This portable device 
has on-board 1MB flash memory‚ which typically can store in excess of 
100 configuration files or a new firmware release for on site controller 
firmware update.

Interfaces 1 x USB (to PC) 
2 x 10-pin connector (to SPC con-
troller) 

Operating temperature +5 z +40 °C

Dimensions (W x H x D) 91 x 32 x 17 mm

Weight 0.040 kg

Data sheet A6V38986‚ A6V10238974‚ 
A6V10238980 

S54559-B102-A100
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SPC4100.000 Main board for SPC4120.00 (without software)

Dimensions (W x H x D) 200 x 135 x 25 mm

Weight (without battery) 0.210 kg

S54558-A101-A100

SPC5200.000 Main board for SPC5220.000 and SPC5230.00 (without software)

Dimensions (W x H x D) 200 x 135 x 25 mm

Weight (without battery) 0.220 kg

S54558-A102-A100

SPC6300.000 Main board for SPC6320.000 and SPC6330.00 (without software)

Dimensions (W x H x D) 200 x 135 x 25 mm

Weight (without battery) 0.220 kg

S54558-A103-A100

SPCP330.000 Main board for SPCP332 and SPCP333 

Dimensions (W x H x D) 170 x 94 x 60 mm

Weight (without battery) 0.260 kg

S54558-A104-A100



IC60 – brighten up your
security with colourful options



IC60 – security meets design

Specifically designed by Siemens for the home and small business environments,
this multi-functional security system combines security, safety and comfort
functionalities on one system, making it the right choice for anyone looking for
intelligent intruder detection, total safety and ultimate convenience. Its stylish
control panel and keypad are at the heart of the system, whether wired or wireless:
SMS alerts, water leak detection or even lighting control are just a few of the
functionalities IC60 offers, so you are sure that wherever you are, your home or
business are in safe hands. Simply and reliably.

Simple in-house and remote operation of comfort, safety and security functions

Panic and emergency calls activation

Voice alarm verification

Stay at home mode

Child return home function

Duress safety code

Card reader function for small office applications

Intrusion Panels



Intrusion Panels
IC60 Control Panels
System Schematics

13-2 © Siemens Switzerland Ltd 2009



Intrusion Panels
IC60 Control Panels
Product Overview

13-3© Siemens Switzerland Ltd 2009

13



Intrusion Panels
IC60 Control Panels
Wireless Control Panels

13-4 © Siemens Switzerland Ltd 2009

Type Order No.

IC60.. IC60 compact panel 8-16 zones 

The IC60 compact is equipped with an extra large 2-line display - each 
line consisting of 16 characters - and an integrated keypad. The glossy 
finish‚ the crystal clear buttons and the different colors will cater for 
every style and taste. The display and keys are backlit and the intensity 
of the illumination‚ as well as the volume of the signal tones‚ can be 
individually adjusted. The 5 LED’s display the most important system 
statuses such as “ready”‚ “trouble”‚ “stay at home”‚ “bypass” and “armed”. 
A room temperature indication is also integrated. 

Max. number of outputs 100 

Partitions 2 

Sound level >80dB 

Time function 8 

Event memory 255‚ with time stamp and additional 
information 

Battery Ni-Mh‚ 12 V DC / max. 1800 mAh 
(optional) 

Bus connection for 7 keypads IKP6-03 or readers IAR6-
30 (up to 25 m‚ 22 AWG‚ wire diam-
eter 0.6 mm)
4 keypads IKP6-03 or readers IAR6-
30 (up to 100 m‚ 20 AWG‚ wire 
diameter 0.8 mm) 

Programming Direct via keypad‚ with remote con-
trol‚ local PC or memory stick 

Communication protocol SIA‚ CID‚ Voice 

Communication type PSTN dialer built-in 

Outputs 2 x open collector 12 V / 1 A
1 x relay 24 V / 2 A
1 x internal Piezo output 

Current consumption Max. 120 mA

RSSI display (Received Signal 
Strength Indication)

Yes (version 9.07 and higher) 

Operating temperature 0 z 50 °C

Storage temperature -20 z +60 °C 

Humidity (EN60721) < 85 % r.h.‚ no condensation 

Housing protection (EN 60529) IP41/ IK02 

EMI rejection Up to 2 GHz > 10 V/m 

Housing material ABS-V0 

Keypad Built-in 

Standard / approval EN 50131: Grade 2‚ Class II 

Dimensions (W x H x D) 330 x 170 x 40 mm

Weight 1.120 kg (without battery)

Data sheet 009093 

Expansion IZE6-04  zone expander module 
(max. 4 / control panel)
IR06-04 relay output module (max. 
2 / control panel)
IAV6-90 audio verification (max. 1/ 
control panel)
IRFW6-10 wireless receiver module 
(max. 1) 

IC60..
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IC60-8 IC60 compact panel 8 zones incl. LCD‚ AC / DC converter‚ no battery

See IC60.. for technical overview and note the additional / other 
specifications:

Programmable inputs 8 - 16 hardwired zones (individual 
programmable) 

Zones 8 - 16 wired 

A5Q00013934

IC60W-10 IC60 compact panel 8 - 16 zones incl. LCD‚ with wireless receiver‚ 
AC/DC converter‚ no battery.

See IC60.. for technical overview and note the additional / other 
specifications:

A receiver for wireless devices is already built-in.

Programmable inputs 16 wireless zones (individual pro-
grammable) 

Wireless protocol SiWay 

Portfolio of wireless devices See wireless detectors and periph-
erals 

Wireless module range Up to 300 m at open space 

Frequency 868 MHz wireless receiver 

Zones 16 wireless 

A5Q00013935

IC60WA-10 IC60 compact panel 8 - 16 zones incl. LCD‚ with wireless receiver‚ 
AC/DC converter‚  no battery‚ audio verification module

See IC60.. for technical overview and note the additional / other 
specifications:

A receiver for wireless devices and an audio verification module are 
already built-in.

Programmable inputs 16 wireless zones (individual pro-
grammable) 

Wireless protocol SiWay 

Portfolio of wireless devices See wireless detectors and periph-
erals 

Wireless module range Up to 300 m at open space 

Audioverification Integrated audio verification mod-
ule (IAV6-90)  

Frequency 868 MHz wireless receiver 

Zones 16 wireless 

A5Q00013936
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IC60M-8 IC60 in small modular housing 8-16 zones 

The IC60 control panel can also be delivered in a more traditional mod-
ular design with a small box containing the power supply and the bat-
tery. This product is recommended only for wired installations where 
space for a bigger backup battery is needed.

Max. number of outputs  

Zones 8 - 16 wired   

Partitions 2 

Time function 8 

Event memory 255‚ with time stamp and additional 
information 

Battery Sealed Lead Acid 12 VDC / max. 7 Ah  
(optional) 

Bus connection for 8 keypads IKP6-03 or readers 
IAR6-30 (to 25 m‚ 22 AWG‚ wire 
diameter 0.6 mm)
4 keypads IKP6-03 or readers 
IAR6-30 (up to 100 m‚ 20 AWG‚ wire 
diameter 0.8 mm) 

Programming Direct via keypad‚ with remote con-
trol‚ local PC or memory stick    

Outputs 3 x open collector 12 V / 1 A
1 x relay 24 V / 2 A 

Current consumption Max. 160 mA

Power supply Power transformer‚ 
240 V AC 50 Hz‚
12 VDC / 1 A outputs‚ fused  

RSSI display (Received Signal 
Strength Indication)

Yes (version 9.07 and higher) 

Operating temperature 0 z 50 °C

Storage temperature  -20 z +60 °C 

Dimensions (W x H x D) 290 x 250 x 90 mm

Humidity (EN60721) < 85 % r.h.‚ no condensation 

Housing protection (EN 60529) IP41/ IK02 

Housing material ABS-V0 

Keypad Optional IKP6-03 max. 8 external 
connectable 

Weight 1.600 kg

A5Q00013933
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IPIC.. Kit packaging of IC60 compact or modular panel with 8-16 hard-
wired or wireless zones (868MHz)

Kit packaging IC60 compact or modular panel with 8-16 hardwired or 
wireless zones (868MHz) ‚ incl. power supply‚ no back up battery (need 
to be ordered seperately). These kits are availiable in various options of 
ready to go units. Additionally these kits include various numbers of 
wireless or wired devices. Delivered in a practical kit package with addi-
tional documentation as a user manual in 12 languages‚ quick start 
guide and a CD with all technical data‚ programming software and man-
uals (incl. box with accessories like screws‚ anchors‚ resistors and bat-
teries for all components) . These kits are the perfect solution for quick 
installations and contain all material which is needed to complete a 
small security system. 

Max. number of outputs 100/1 

Zones 8 - 16 wired or 16 wireless 

Partitions 2 

Alarm output 4 

Sound level >80dB (only compact version) 

Time function 8 

Event memory 255‚ with time stamp and additional 
information 

Programming Direct via keypad or with PC remote 
or localy 

Communication protocol SIA‚ CID‚ Voice 

RSSI display (Received Signal 
Strength Indication)

Yes (version 9.07 and higher) 

Operating temperature 0  z ca. +50 °C

Storage temperature  -20 z +60 °C 

Humidity (EN60721) < 85 % r.h.‚ non condensing 

Housing protection (EN 60529) IP41 / IK02 

EMI rejection Up to 2 GHz > 10 V/m 

Housing material ABS-V0 

Standard / approval EN 50131: Grade 2‚ Class II 

Data sheet 009093 

IPIC..

IPIC60-101 Kit IC60 modular housing‚ wired‚ ext. LCD keypad‚ 3PIR IR80‚ 
no battery

See IPIC.. for technical overview and note the additional / other 
specifications:

Kit packaging IC60 modular control panel in big ABS housing for sepa-
rate mounting‚ incl. transformer‚ external white keypad IKP6-03 with 
big LCD display‚ no battery. Useable for lead acid battery of 1.3AH 12V-
7.5AH 12V.  Additionally the kit includes 3 wired PIR motion detectors 
IR80. 

Current consumption 160 mA

Wireless protocol SiWay 

Portfolio of wireless devices See wireless detectors and periph-
erals 

Wireless module range Only optional 

Programmable inputs 8 - 16 hardwired zones (individual 
programmable) 

Dimensions (W x H x D) 380 x 260 x 125 mm  

Weight 2.800 kg

A5Q00013973
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IPIC60-111 Kit IC60 compact panel‚ 3PIR IR80 wired‚ 1remote control

See IPIC.. for technical overview and note the additional / other 
specifications:

Kit packaging IC60 compact panel - wireless receiver already built in‚ 
incl. AC/DC converter for 110-250V/ 50-60Hz. Additionally the kit 
includes 3 wired PIR motion detectors IR80 and 1 wireless remote con-
trol IRCW6.  

Current consumption 120 mA

Battery NiMh 12 V / 1.8 Ah 

Wireless protocol SiWay 

Portfolio of wireless devices See wireless detectors and periph-
erals 

Max. number of wireless zones 16 

Wireless module range Up to 300 m at open space 

Programmable inputs 8 - 16 hardwired or wireless zones 
(individual programmable) 

Dimensions (W x H x D) 430 x 350 x 55 mm

Weight 2.300 kg

A5Q00013976

IPIC60-112 Kit IC60 compact panel‚ wireless‚ audio verification‚ 2PIR IR60‚ 1MK‚ 
1 remote control

See IPIC.. for technical overview and note the additional / other 
specifications:

Kit packaging IC60 compact panel - wireless receiver and 2 way voice 
audio verification module IAV6-90 for audio alarm verification and "lis-
ten in" functionality  incl. AC/DC converter for 110-250V/ 50-60Hz. 
Additionally the kit includes 2 wireless PIR motion detectors IR60W6‚ 1 
wireless magnetic contact IMKW6 and 1 wireless remote control 
IRCW6.  

Current consumption 120 mA

Battery NiMh 12 V / 1.8 Ah 

Wireless protocol SiWay 

Portfolio of wireless devices See wireless detectors and periph-
erals 

Max. number of wireless zones 16 

Wireless module range Up to 300 m at open space 

Programmable inputs 8 - 16 hardwired or wireless zones 
(individual programmable) 

Dimensions (W x H x D) 430 x 350 x 55 mm

Weight 2.300 kg

A5Q00013977



Intrusion Panels
IC60 Kit Packaging
Wireless and Wired Kit Packaging

14-3© Siemens Switzerland Ltd 2009

14

Type Order No.

IPIC60-121 Kit IC60 compact panel‚ wireless‚ 3PIR IR60‚ 1remote control

See IPIC.. for technical overview and note the additional / other 
specifications:

Kit packaging IC60 compact panel - wireless receiver already built in‚ 
incl. AC/DC converter for 110-250V/ 50-60Hz. Additionally the kit 
includes 3 wireless PIR motion detectors IR60W6 and 1 wireless remote 
control IRCW6.  

Current consumption 120 mA

Battery NiMh 12 V / 1.8 Ah 

Wireless protocol SiWay 

Portfolio of wireless devices See wireless detectors and periph-
erals 

Max. number of wireless zones 16 

Wireless module range Up to 300 m at open space 

Programmable inputs 8 - 16 hardwired or wireless zones 
(individual programmable) 

Dimensions (W x H x D) 430 x 350 x 55 mm

Weight 2.300 kg

A5Q00013979

IPIC60-123 Kit IC60 compact panel‚ wireless‚ 2PIR IR60‚ 1MK‚ 1 remote control

See IPIC.. for technical overview and note the additional / other 
specifications:

Kit packaging IC60 compact panel - wireless receiver already built in‚ 
incl. AC/DC converter for 110-250V/ 50-60Hz. Additionally the kit 
includes 2 wireless PIR motion detectors IR60W6‚ 1 wireless magnetic 
contact IMKW6 and 1 wireless remote control IRCW6.  

Current consumption 120 mA

Battery NiMh 12 V / 1.8 Ah 

Wireless protocol SiWay 

Portfolio of wireless devices See wireless detectors and periph-
erals 

Max. number of wireless zones 16 

Wireless module range Up to 300 m at open space 

Programmable inputs 8 - 16 hardwired or wireless zones 
(individual programmable) 

Dimensions (W x H x D) Compact: 430 x 350 x 55 mm

Weight 2.300 kg

A5Q00013981



IC60 external keypads
A wealth of functionality…

…in a stylish user interface.
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IKP6-03 Wireless LED keypad

The IKPW6-10 is a wireless keypad for SiWay enabled panels. It enables 
the same functionality as a remote control for easy system set-
ting/unsetting‚ and also supports user codes for uncompromised secu-
rity. Besides‚ home automation functions can be controlled from any-
where in the premises‚ thanks to the keypad dedicated commands and 
the panel's programmable outputs. Panic alarms are also supported.

Power supply 9 D 16 VDC (via central bus) 

Current consumption Min. 40 mA 
Typ. 70 mA 
Max. 110 mA

Bus connection for 2 x central bus (up to 8) 

LCD Display LCD 2 x 16 characters 

Operating temperature -10 z +50 °C

Housing material ABS-V0 white 

Housing protection IP41 

Dimensions (W x H x D) 145 x 126 x 22 mm  

Weight Ca 0.300 kg

Standard / approval EN 50131: Grade 2‚ Class II 

Data sheet 009093 

A5Q00020290

IKP6-03B External LCD keypad black with large display and temperature indi-
cation 

The keypad benefits from a stylish and slim-line design. The glossy fin-
ish‚ the crystal clear buttons and the black color will cater for every style 
and taste. The IKP6-03 is equipped with an extra large 2-line display‚ 
each line consisting of 16 characters. The display and keys are backlit‚ 
and the intensity of the illumination‚ as well as the volume of the signal 
tones‚ can be individually adjusted. The 5 LED’s display the most impor-
tant system statuses such as “ready”‚ “trouble”‚ “stay at home”‚ “bypass” 
and “armed”. The keypad layout mirrors the familiar telephone dials for 
ultimate user-friendliness ‚ and clearly shows separate emergency call 
buttons. A room temperature indication is also integrated.
Color: black

Power supply 9 D 16 VDC (via central bus) 

Current consumption Min. 40 mA 
Typ. 70 mA 
Max. 110 mA

Bus connection for 2 x central bus (max. 8) 

LCD Display LCD 2 x 16 characters 

Operating temperature -10 z +50 °C

Housing material ABS-V0 black 

Housing protection IP41 

Dimensions (W x H x D) 145 x 126 x 22 mm  

Weight Ca 0.300 kg

Standard / approval EN 50131: Grade 2‚ Class II 

Data sheet 009093 

S54543-F105-A100
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IRCW6-10 Remote control for IC60‚ white

The IRCW6-10 remote control has an elegant and stylish design. With 
the remote control the IC60 system can be activated or deactivated 
without a code. It is secured with an individual 24 Bit encrypted code 
transmission and it is small enough to be used on a key ring. Additional 
integrated functions enable the remote operation of other devices such 
as lights‚ garage doors‚ etc. In addition‚ police or medical assistance can 
be requested through the integrated panic button.

Power supply Built-in battery (not rechargeable) 

Current consumption Standby: 6 mA
Max.: 20 mA

LCD Display 1 LED 

Operating temperature -10 z +50 °C

Housing material ABS-V0 

Dimensions (W x H x D) 57 x 30 x 13 mm

Standard / approval EN 50131: Grade 2‚ Class II 

Data sheet 009093 

A5Q00013945

IRCW6-10B Remote control for IC60‚ black

The IRCW6-10B remote control has an elegant and stylish design. With 
the remote control the IC60 system can be activated or deactivated 
without a code. It is secured with an individual 24 Bit encrypted code 
transmission and it is small enough to be used on a key ring. Additional 
integrated functions enable the remote operation of other devices such 
as lights‚ garage doors‚ etc. In addition‚ police or medical assistance can 
be requested through the integrated panic button.

Power supply Built-in battery (not rechargeable) 

Current consumption Standby: 6 mA
Max.: 20 mA

LCD Display 1 LED 

Operating temperature -10 z +50 °C

Housing material ABS-V0 

Dimensions (W x H x D) 57 x 30 x 13 mm

Standard / approval Complies with: EN 61000-6-3‚ EN 
55022 Kl. B‚ EN 50130-4+A1+A2‚ EN 
50371‚ EN 60950-1‚ EN 300220-3‚ 
EN 301489-3‚ EN 50131-1‚ 
EN50131-5-3‚ TS50131-3. Security 
Grade 2‚ Environmental Class II 

Data sheet 009093 

S54543-F108-A100

IRCW6-1010 Set of colored remote controls for IC60

The set consists out of 10 different colored remote controls. Colors: 
black‚ reflex blue‚ purple‚ red‚ green‚ pink‚ yellow‚ orange‚ light blue‚ light 
green.

Power supply Built-in battery 

Current consumption Standby: 6 mA
Max.: 20 mA mA

LCD Display 1 LED 

Operating temperature -10  z +50 °C

Housing material ABS-V0 

Standard / approval EN 50131: Grade 2‚ Class II 

Data sheet 009093 

S54543-F106-A100
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IAR6-30 Contactless ID access card reader

With its flat and compact design this card reader fits in seamlessly with 
the stylish design line of the IC60 range. It can be connected directly to 
the central bus and can operate as a keypad (without programming). 
All existing standard tags/cards with a 125 KHz operating frequency can 
be used and registered to the IC60‚ on site or remotely (max. 100 users 
in total).

Wireless module range Up to 300 m at open space 

Power supply 11 D 16 VDC (via central bus) 

Current consumption Typ. 40 mA 
Max. 50 mA

Outputs 12 VDC max. to 1 A external supply 

Bus connection for 1x central bus (up to 8) 

LCD Display 2 LED’s 

Operating temperature -10 z +50 °C

Housing material ABS & epoxy 

Housing protection IP54 

Dimensions (W x H x D) 45 x 121 x 21 mm

Data sheet 009093 

A5Q00013972



How can petrol
theft be reduced?

Using interoperable access control, intrusion detection and 
video surveillance systems.

Video surveillance continuously monitors and records all activities at the pumps, in the shop area and throughout the
premises at all times. During out of hours the intrusion detection system protects the premises against break-ins, and
during opening hours panic buttons link to an alarm receiving centre, in case of robberies, combined with visual
verification via surveillance cameras ensures a fast response. The offices, storage, and sensitive areas are kept safe yet
accessible to the right people at the right times with access control. Protecting people, processes and assets – you are
secure with Siemens. www.siemens.com/petrolstationsecurity

Answers for infrastructure.

How can the station be
protected against 
break-ins and robberies?
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IGS6-10 External GSM module‚ quad band with TCP/IP

The GSM module works as a backup transmission unit if the telephone 
line is down. Furthermore‚ it enables SMS messages to be sent to pre-
programmed mobile phone numbers‚ giving information about the cur-
rent situation at home or in the office. Voice transmission is not sup-
ported.

Power supply 10.5 - 14.5 VDC 

Current consumption Standby: 100 mA
Max. 200 mA

Outputs 1 x open collector 12 VDC / 0.1 A 

Power output Class 4 EGSM850: 2 W
Class 4 EGSM900: 2 W
Class 1 EGSM1800: 1 W
Class 1 EGSM1900: 1 W 

Operating frequency 900 MHz / 1800 MHz or 850 MHz / 
1900 MHz 

Operating temperature -10 z +50 °C

Storage temperature -20 z +60 °C 

Housing material ABS - V0 

Housing protection (EN 60529) IP41 / IK02  

Battery 12 V  1.3 Ah Lead Acid 

Battery charger Output: 260 mA for battery charg-
ing 

EMI rejection Up to 2 GHz: > 10 V/m 

Humidity (EN60721) < 85 % r.h.‚ no condensation 

Dimensions (W x H x D) 245 x 175 x 55 mm  

Weight (incl. battery) 1.500 kg

Data sheet 009093 

A5Q00013943

IAV6-90 Audio verification for IC60 compact

This module works as a two-way voice verification module and enables 
the control panel to be used as a communication point. This enables 
alarms to be verified by listening-in‚ a functionality normally required 
by Central Monitoring Stations (CMS) to reduce the cost of false alarms. 
The “listen-in” function can be activated from the outside with a 
security pin code or automatically in case of an alarm. In case of a med-
ical emergency the operator can directly talk to the person in need.
Several audio messages with a total length of up to 90 seconds can also 
be recorded with the integrated microphone‚ then stored and individu-
ally programmed for broadcast via the loudspeaker in case of an alarm. 
This unit works with the IC60 compact version only.

Power supply 7 D 15 VDC (via control panel data 
connection) 

Current consumption Standby: 20 mA 
Max. 120 mA

Maximum distance 8 m for listen in 

Outputs Loudspeakers 

Inputs Microphone 

Bus connection for 1 x compact panel data connection 

Housing No housing 

Operating temperature -10 z +50 °C

Storage temperature -20 z +60 °C 

EMI rejection Up to 2 GHz > 10 V/m 

Humidity (EN60721) < 85% r.h.‚ no condensation 

Data sheet 009093 

A5Q00013942
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IRFW6-10 Wireless receiver module‚ SiWay

The IRFW6-10 is an internal RF Receiver Module (868MHz) for IC60. 
When built into the control panel‚ the receiver module is able to operate 
16 wireless devices from the IC60 product range‚ and up to 16 remote 
controls. The signal is transmitted within a secured frequency range 
(868 MHz in Europe)‚ with encrypted information. If the frequency is 
blocked or jammed‚ an alarm signal will be generated. To overcome 
transmission problems an additional receiver module can be mounted 
externally and connected to the central bus.

Power supply 7 D 15 VDC (via central bus) 

Current consumption Typ. 22 mA typical 

Bus connection for 1 x central bus connector 

Frequency 868 MHz / FSK 

Sensitivity - 105 dBm typical 

Housing No housing 

Operating temperature -10 z +50 °C

Storage temperature - 20 z + 60 °C 

EMI rejection Up to 2 GHz:>10V/m 

Humidity (EN60721) < 85% r.h.‚ non condensing 

Dimensions (W x H x D) 99 x 55 x 65 mm

Standard / approval EN 50130-4+A1+A2‚ EN 301489-1‚ 
EN 60950-1‚ EN 61000-6-3‚ EN 
55022 Kl.B‚ EN 300220-3 

Data sheet 009093 

A5Q00013940

IRFW6-12 Wireless receiver module‚ Si2Way

The IRFW6-12 is a Si2Way radio module which is required for IC60 pan-
els communication with Si2Way devices (e.g. outdoor siren). It should 
be internally mounted into the panel.

Power supply 7 D 15 V DC (via central bus) 

Current consumption Typ. 22 mA typical 

Bus connection for 1 x central bus connector 

Frequency 868 MHz / FSK 

Sensitivity - 105 dBm typical 

Housing No housing 

Operating temperature -10 z +50 °C

Storage temperature - 20 z + 60 °C 

EMI rejection Up to 2 GHz:>10V/m 

Humidity (EN60721) < 85% r.h.‚ non condensing 

Dimensions (W x H x D) 99 x 55 x 65 mm

Standard / approval EN 50130-4+A1+A2‚ EN 301489-1‚ 
EN 60950-1‚ EN 61000-6-3‚ EN 
55022 Kl.B‚ EN 300220-3 

Data sheet 009093 

S54538-F104-A100
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IZE6-04 Four wired zone expander module

With this unit‚ 4 additional wired zones can be connected to the IC60 
control panel. The module can be integrated within the control panel 
(modular version) or mounted externally (compact version) to save 
cabling via a connection to the terminal block of the inputs. Up to 4 
modules can be used with one IC60 panel (e.g. max 16 wired zones).

Power supply Connected to zone 

Current consumption Resistor only / no power 

Operating temperature -10 z +50 °C

Storage temperature -20 z +60 °C 

Housing No housing 

EMI rejection Up to 2GHz > 10V/m 

Humidity (EN60721) < 85% r.h.‚ non condensing 

LCD Display None 

Dimensions (W x H x D) 45 x 31 x 12 mm

Data sheet 009093 

A5Q00020291

IRO6-04 Relay output module 4 x 12V / 1A

The IR06-04 is an external relay output module for IC60 with 4 Relays 
(12V/1A). With this unit 4 additional output relays can be connected to 
the IC60 control panel. The module can be mounted externally to save 
cabling‚ via a connection to the central bus (modular version). UP to 2 
modules can be used with each IC60 panel (e.g. max. 8 programmable 
outputs).

Power supply 11 - 16 VDC (via central bus) 

Current consumption Active: 20 mA per active relay
Standby: 15 mA

Outputs 4 x relay 12 VDC / 1 A
4 x open collector 12 VDC / 0.1 A 

Operating temperature -10 z +50 °C

Storage temperature - 20 z +60 °C 

Housing No housing built-in modular unit 

EMI rejection Up to 1 GHz >10 V/m 

Humidity (EN60721) < 85% r.h.‚ no condensation 

Dimensions (W x H x D) 102 x 59 x 16 mm

Data sheet 009093 

A5Q00013944
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IVK-6 Vertical mounting kit

The IVK-6 is a vertical mounting Kit for IC60. This kit contains an addi-
tional white front cover and an additional vertical keypad with button‚ 
to be exchanged with the existing horizontal button keypad version. 
These two parts are necessary to convert the IC60 compact into a verti-
cal panel. No additional material is needed. Different colours are avail-
able for vertical and horizontal mounting options.

Housing Built-in compact only 

Data sheet 009093 

A5Q00020294

IVK-6-08 Vertical mounting set‚ 8 colored Lexan

Vertical mounting set with 8 samples of different coloured Lexan cov-
ers and 1 milky buttons for vertical mounting.  One piece includes 8 
parts.
The sets include the following colors: black (Pantone black)‚ purple 
(Pantone 220C)‚ silver (Pantone 877)‚ dark wood‚ yellow (Pantone 
1205)‚ light blue (Pantone 290)‚ light green (Pantone 372) and peach 
(Pantone 148).

Housing Built-in compact only 

Data sheet 009093 

S54559-B105-A100

IHK6-05.. Horizontal Lexan

Horizontal mounting set with 5 pcs of Lexan covers. One set includes 5 
Lexan covers of the same colour.

Housing Built-in only compact 

IHK6-05..

IHK6-05L Horizontal Lexan‚ lt. blue‚ 5 pcs

See IHK6-05.. for technical overview and note the additional / other 
specifications:

Colour Light blue 

S54559-B107-A100

IHK6-05G Horizontal Lexan‚ It. green‚ 5 pcs

See IHK6-05.. for technical overview and note the additional / other 
specifications:

Colour Light green 

SS54559-B108-A100

IHK6-05V Horizontal Lexan‚ violett‚ 5 ST

See IHK6-05.. for technical overview and note the additional / other 
specifications:

Colour Violett 

S54559B109-A100

IHK6-05P Horizontal Lexan‚ peach‚ 5 pcs

See IHK6-05.. for technical overview and note the additional / other 
specifications:

Colour Peach 

S54559-B110-A100
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IHK6-05Y Horizontal Lexan‚ yellow‚ 5 pcs

See IHK6-05.. for technical overview and note the additional / other 
specifications:

Colour Yellow 

S54559-B111-A100

IHK6-05S Horizontal Lexan‚ silver‚ 5 pcs

See IHK6-05.. for technical overview and note the additional / other 
specifications:

Colour Silver 

S54559-B112-A100

IHK6-05W Horizontal Lexan‚ wood‚ 5 pcs

See IHK6-05.. for technical overview and note the additional / other 
specifications:

Colour Wood 

S54559-B113-A100

IHK6-05B Horizontal Lexan‚ black‚ 5 pcs

See IHK6-05.. for technical overview and note the additional / other 
specifications:

Colour Black 

S54559-B114-A100
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IHB.. IHB... spare buttons for IC60 vertical mounted

5 x Buttons for mounting in a IC60 compact panel for vertical mounting 
direction‚ with printing of characters in horizontal direction. Available 
in 3 different color versions. Black‚ White and Milky which is color neu-
tral and can fit to every colour of the IC60 control panel.

Dimensions (W x H x D) 127 x 70 x 6 mm

Weight 0.020 kg

Data sheet 009093 

IHB..

IHB-6B Black buttons x5 for IC60 vertical compact panel 

See IHB.. for technical overview and note the additional / other 
specifications:

Colour Black buttons 

S54559-B103-A100

IHB-6M Milky buttons x5 for IC60 vertical compact panel 

See IHB.. for technical overview and note the additional / other 
specifications:

Colour Milky buttons 

S54559-B103-A200

IHB-6W White buttons x5 for IC60 vertical compact panel 

See IHB.. for technical overview and note the additional / other 
specifications:

Colour White buttons 

S54559-B103-A300

IVB.. IVB... spare buttons for IC60 horizontal mounted

5 x Buttons for mounting in a IC60 compact panel for horizontal mount-
ing direction‚ with printing of characters in vertictal direction. Available 
in 3 different color versions. Black‚ White and Milky which is color neu-
tral and can fit to every colour of the IC60 control panel.

Housing Built-in only compact 

Dimensions (W x H x D) 127 x 70 x 6 

Data sheet 009093 

IVB..
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IVB-6B Black buttons x5 for IC60 horizontal compact panel 

See IVB.. for technical overview and note the additional / other 
specifications:

Colour Black buttons 

S54559-B104-A100

IVB-6M Milky buttons x5 for IC60 horizontal compact panel

See IVB.. for technical overview and note the additional / other 
specifications:

Colour Milky buttons 

S54559-B104-A200

IVB-6W White buttons x5 for IC60 horizontal compact panel

See IVB.. for technical overview and note the additional / other 
specifications:

Colour White buttons 

S54559-B104-A300
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IMM6-1 Memory stick

The memory stick enables a quick on-site programming‚ with easy up- 
or download of special customer default settings. The memory stick can 
store one default setting for one IC60 panel.

Operating temperature -10 z +50 °C

Storage temperature -20 z +60 °C 

Dimensions (W x H x D) 57 x 11 x 13 mm

Data sheet 009093 

A5Q00013954

IAQ6-1 PC interface cable USB

The connection cable enables direct connection between a PC and the 
IC60 control panel for direct programming and printing of the memory 
log. The product consists of a standard mini USB cable and a special 
IC60 communication interface connector.

Connectors USB Type A 

Operating system Windows XP 

Operating temperature -10 z +50 °C

Storage temperature -20 z +60 °C 

Dimensions (W x H x D) 57 x 11 x 13 mm

Data sheet 009093 

A5Q00013952
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IAB1201-8 Battery pack NiMh 12/1.8 AH

The battery pack is a rechargeable nickel metal hydride battery. This 
battery pack is used as an internal backup battery for the IC60-W-10 
control panel. 
Attention: This battery type is self discharging after 6 months. Periodic 
charging is needed on stock‚ otherwise the battery might be damaged! 

Battery type 12 V 

Battery capacity 1.8 Ah

Dimensions (W x H x D) 72 x 29 x 51 mm

Weight 0.290 kg

Data sheet 009093 

A5Q00020293



What happens if there is a fire
in one of the offices?

We offer protection by combining interoperable security,
fire safety and building management systems.

As emergency lighting is automatically switched on, ventilation will be controlled, with the alarm being
transmitted to first responders offering visual verification, all while restricting access to elevators and
doors in the alarm area and guiding people away to safety via the voice evacuation system. 
www.siemens.com/interoperability

Answers for infrastructure.
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ADM-I12W1 Wireless Fresnel PIR detector‚ 12 m wide angle S54538-F105-A100 1-21

ADM-Q12 Fresnel PIR detector‚ 12 m wide angle S54530-F102-A100 2-3

ADM-Q12T Fresnel PIR detector with real-time antimask surveillance‚ 12 m 
wide angle

S54530-F103-A100 2-3

ADM-QKA12 Fresnel PIR/MW motion detector‚ 12 m wide angle‚ 24.125 GHz S54531-F105-A100 2-4

ADM-QKA12T Fresnel dual detector with real-time antimask surveillance‚ 12 m 
wide angle‚ 24.125 GHz

S54531-F111-A100 2-6

ADM-QXA12 Fresnel PIR/MW motion detector‚ 12 m wide angle‚ 10.525 GHz S54531-F101-A100 2-4

ADM-QXA12T Fresnel PIR/MW motion detector with real time antimask surveil-
lance‚ 12 m wide angle‚ 10.525 GHz

S54531-F107-A100 2-5

ADM-QXB12 Fresnel PIR/MW motion detector‚ 12 m wide angle‚ 9.9 GHz S54531-F103-A100 2-4

ADM-QXB12T Fresnel PIR/MW motion detector with real-time antimask surveil-
lance‚ 12 m wide angle‚ 9.9 GHz

S54531-F109-A100 2-5

ADM-QXC12 Fresnel PIR/MW motion detector‚ 12 m wide angle‚ 10.687 GHz S54531-F104-A100 2-4

ADM-QXC12T Fresnel PIR/MW motion detector with real-time antimask surveil-
lance‚ 12 m wide angle‚ 10.687 GHz

S54531-F110-A100 2-5

ADM-QXD12 Fresnel PIR/MW motion detector‚ 12 m wide angle‚ 9.35 GHz S54531-F102-A100 2-4

ADM-QXD12T Fresnel PIR/MW motion detector with real-time antimask surveil-
lance‚ 12 m wide angle‚ 9.35 GHz

S54531-F108-A100 2-5

ADM-Qxx12.. Fresnel PIR/MW motion detector‚ 12 m wide angle ADM_Qxx12.. 2-4

ADM-Qxx12T.. Fresnel PIR/MW motion detector with real-time antimask surveil-
lance‚ 12 m wide angle

ADM-Qxx12T.. 2-5

AGB600 Audio glass break detector A5Q00001591 5-2

AO-C25 Curtain lens set (12 pcs) S54539-F102-A100 2-10

AO-PA.. End of Line board type A for 2-wire installations with and without 
End of Line resistor

AO-PA.. 2-8

AO-PA2247 EOL pcb 2-wire‚ 2k2‚ 4k7 S54539-F109-A200 2-8

AO-PA4722 EOL pcb 2-wire‚ 4k7‚ 2k2 S54539-F109-A300 2-8

AO-PA4747 EOL pcb 2-wire‚ 4k7‚ 4k7 S54539-F109-A100 2-8

AO-PB.. End of Line board type B for 2- and 4-wire installations with End of 
Line resistor only

AO-PB.. 2-8

AO-PB2247 EOL pcb 2-/4-wire‚ 2k2‚ 4k7 S54539-F110-A200 2-9

AO-PB4722 EOL pcb 2-/4-wire‚ 4k7‚ 2k2 S54539-F110-A300 2-9

AO-PB4747 EOL pcb 2-/4-wire‚ 4k7‚ 4k7 S54539-F110-A100 2-8

AO-PC.. End of Line board type C for 2-/4- and 6-wire installations with and 
without End of Line resistor. 

AO-PC.. 2-9

AO-PC2247 EOL pcb 2-/4-/6-wire‚ 2k2‚ 4k7 S54539-F111-A200 2-9

AO-PC4722 EOL pcb 2-/4-/6-wire‚ 4k7‚ 2k2 S54539-F111-A300 2-9

AO-PC4747 EOL pcb 2-/4-/6-wire‚ 4k7‚ 4k7 S54539-F111-A100 2-9

AO-WL10k White light filter (12 pcs) S54539-F103-A100 2-10

AT11W Alarm button for surface mounting (white) BPZ:3889000001 5-6

AT11W A/7 Replacement paper disc for AT11W/ AT12W (100 pcs) BPZ:4198240001 5-6

AT12W Alarm button for recess mounting (white) BPZ:3889130001 5-6

AZ-MBG.. Wall mount bracket with tamper switch AZ-MBG.. 2-10

AZ-MBG2 Wall mount bracket‚ G2 S54593-F105-A100 2-10

AZ-MBG3 Wall mount bracket with tamper switch‚ G3 S54539-F107-A100 2-11

BP-200F Pole mounting cover for IS44x beams BPZ:5386240001 3-15

BP-60TE Pole mounting cover for IS43x beams BPZ:5386370001 3-14

FAT6 A/7 Replacement paper disc for FAT7 (10 pcs) BPZ:2566500001 5-6

FAT7 Alarm button for installation in desks and counters BPZ:2937810001 5-6

FK32 Hold-up foot rail BPZ:2305530001 5-5

FKL3 L-bracket for wall mounting BPZ:2446170001 5-5

FKZ3 Z-bracket for floor mounting BPZ:2446200001 5-5
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GM570LSN Seismic detector for LSN‚ VdS approval BPZ:5395000001 4-6

GM580LSN Watertight seismic detector‚ VdS approval A5Q00001640 4-6

GM710 Seismic detector with standard functionality for steel applications S54534-F106-A100 4-4

GM730 Seismic detector with advanced functionality for steel applica-
tions

S54534-F107-A100 4-4

GM760 Seismic detector for multi-purpose use S54534-F108-A100 4-5

GM775 Seismic detector for intelligent multi-purpose use S54534-F109-A100 4-5

GMAS6 Keyhole protection fixing device for seismic detectors BPZ:4886060001 4-10

GMSW7 SensTool interface and software for seismic detectors 
GM730/760/775

A5Q00006246 4-9

GMXB0 Floor box for seismic detectors BPZ:2772020001 4-10

GMXD7 Anti-drilling foil for GM730‚ GM760 and GM775 A5Q00006245 4-11

GMXP0 Mounting plate for seismic detectors BPZ:2772730001 4-9

GMXP3 Swivel plate for seismic detectors BPZ:3470190001 4-9

GMXP3-A Adaptor plate for GMXP3/GMXP3Z S54534-F105-A100 4-11

GMXP3Z Swivel plate for seismic detectors 5712410001 4-9

GMXS1 Test transmitter for GM730/760/775/570LSN BPZ:4202370001 4-8

GMXS5 External test transmitter for seismic detectors BPZ:5627000001 4-8

GMXW0 Wall recess box with cover for seismic detectors BPZ:2771210001 4-11

GMXWG0H Watertight housing for seismic detectors BPZ:3720260001 4-11

GMYA7-A Alarm indicator module S54534-F102-A100 4-8

GMYA7-AS Alarm indication system with key module and indicator module S54534-F101-A100 4-8

GT2 Test unit for AGB600 and IGBW6 BPZ:5074190001 1-28, 5-
2

HTF-24 Heater for IS44x beams BPZ:5386110001 3-15

IAB1201-8 Battery pack NiMh 12/1.8 AH A5Q00020293 16-9

IAQ6-1 PC interface cable USB A5Q00013952 16-8

IAR6-30 Contactless ID access card reader A5Q00013972 15-3

IAV6-90 Audio verification for IC60 compact A5Q00013942 16-1

IC60-8 IC60 compact panel 8 zones incl. LCD‚ AC / DC converter‚ no bat-
tery

A5Q00013934 13-5

IC60.. IC60 compact panel 8-16 zones IC60.. 13-4

IC60M-8 IC60 in small modular housing 8-16 zones A5Q00013933 13-6

IC60W-10 IC60 compact panel 8 - 16 zones incl. LCD‚ with wireless receiver‚ 
AC/DC converter‚ no battery.

A5Q00013935 13-5

IC60WA-10 IC60 compact panel 8 - 16 zones incl. LCD‚ with wireless receiver‚ 
AC/DC converter‚  no battery‚ audio verification module

A5Q00013936 13-5

IEGW6-12 SiWay/Si2Way E-Bus gateway S54554-F102-A100 9-6

IGBW6-10 Wireless glass break detector‚ incl. battery A5Q00013964 1-25

IGS6-10 External GSM module‚ quad band with TCP/IP A5Q00013943 16-1

IHB-6B Black buttons x5 for IC60 vertical compact panel S54559-B103-A100 16-6

IHB-6M Milky buttons x5 for IC60 vertical compact panel S54559-B103-A200 16-6

IHB-6W White buttons x5 for IC60 vertical compact panel S54559-B103-A300 16-6

IHB.. IHB... spare buttons for IC60 vertical mounted IHB.. 16-6

IHK6-05.. Horizontal Lexan IHK6-05.. 16-4

IHK6-05B Horizontal Lexan‚ black‚ 5 pcs S54559-B114-A100 16-5

IHK6-05G Horizontal Lexan‚ It. green‚ 5 pcs SS54559-B108-A100 16-4

IHK6-05L Horizontal Lexan‚ lt. blue‚ 5 pcs S54559-B107-A100 16-4

IHK6-05P Horizontal Lexan‚ peach‚ 5 pcs S54559-B110-A100 16-4

IHK6-05S Horizontal Lexan‚ silver‚ 5 pcs S54559-B112-A100 16-5

IHK6-05V Horizontal Lexan‚ violett‚ 5 ST S54559B109-A100 16-4

IHK6-05W Horizontal Lexan‚ wood‚ 5 pcs S54559-B113-A100 16-5

IHK6-05Y Horizontal Lexan‚ yellow‚ 5 pcs S54559-B111-A100 16-5

IKP6-03 Wireless LED keypad A5Q00020290 15-1
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IKP6-03B External LCD keypad black with large display and temperature in-
dication 

S54543-F105-A100 15-1

IKPW6-10 Wireless LED keypad S54543-F107-A103 1-28

IMKW6-10 Wireless door/window contact‚ incl. battery A5Q00013961 1-24

IMM6-1 Memory stick A5Q00013954 16-8

IOPW6-11 Wireless smoke detector‚ incl. battery‚ VdS approval S54538-F101-A100 1-26

IPIC.. Kit packaging of IC60 compact or modular panel with 8-16 hard-
wired or wireless zones (868MHz)

IPIC.. 14-1

IPIC60-101 Kit IC60 modular housing‚ wired‚ ext. LCD keypad‚ 3PIR IR80‚ 
no battery

A5Q00013973 14-1

IPIC60-111 Kit IC60 compact panel‚ 3PIR IR80 wired‚ 1remote control A5Q00013976 14-2

IPIC60-112 Kit IC60 compact panel‚ wireless‚ audio verification‚ 2PIR IR60‚ 
1MK‚ 1 remote control

A5Q00013977 14-2

IPIC60-121 Kit IC60 compact panel‚ wireless‚ 3PIR IR60‚ 1remote control A5Q00013979 14-3

IPIC60-123 Kit IC60 compact panel‚ wireless‚ 2PIR IR60‚ 1MK‚ 1 remote control A5Q00013981 14-3

IR100B PIR detector‚ 12 m wide angle A5Q00002206 1-3

IR120.. PIR detector‚ 12 m wide angle‚ black mirror optics IR120.. 1-4

IR120C PIR detector‚ 12 m wide angle‚ black mirror optics‚ VdS approval‚ 
pet immunity

BPZ:5403790001 1-4

IR120LSN PIR detector‚ 12 m wide angle‚ black mirror‚ LSN‚ VdS approval‚ 
pet immunity

BPZ:5628940001 1-5

IR120MD PIR detector‚ 12 m wide angle‚ black mirror optics‚ alarm memory‚ 
pet immunity‚ VdS approval

BPZ:5402980001 1-4

IR120S PIR detector‚ 12 m wide angle‚ black mirror optics‚ warm ambient 
conditions‚ pet immunity

A5Q00001761 1-4

IR120UL PIR detector‚ 12 m wide angle‚ black mirror optics‚ UL approval‚
pet immunity

A5Q00003264 1-4

IR160W6-10 Wireless PIR detector‚ black triplex mirror‚ incl. battery A5Q00013963 1-22

IR200.. PIR detector‚ 15 m wide angle IR200.. 1-5

IR200C-II PIR detector‚ 15 m wide angle BPZ:5619210001 1-5

IR200CD PIR detector‚ 15 m wide angle ‚ VdS approval BPZ:5193710001 1-5

IR200LSN PIR detector‚ 15 m wide angle‚ VdS approval‚ LSN BPZ:5499560001 1-6

IR200ME PIR detector‚ 15 m wide angle‚ set/unset input; VdS approval BPZ:5193680001 1-5

IR261 PIR for ceiling BPZ:5667770001 1-16

IR270.. PIR detector‚ 18 m wide angle IR270.. 1-6

IR270C PIR detector‚ 18 m wide angle BPZ:5714870001 1-6

IR270CT PIR detector‚ 18 m wide angle with real-time antimask surveillance 
for warm ambient conditions

A5Q00003273 1-9

IR270MD PIR detector‚ 18 m wide angle‚ VdS approval A5Q00001864 1-6

IR270T PIR detector‚ 18 m wide angle with real-time antimask surveillance BPZ:5627130001 1-9

IR310C PIR detector‚ 18 m wide angle BPZ:4455550001 1-7

IR310CD PIR detector‚ 18 m wide angle‚  VdS approval BPZ:4463630001 1-7

IR310MD PIR detector‚ 18 m wide angle BPZ:4459080001 1-8

IR312C PIR detector‚ 50 m long range curtain BPZ:4459660001 1-7

IR312CD PIR detector‚ 50 m long range curtain‚ VdS approval BPZ:4462110001 1-8

IR312MD PIR detector‚ 50 m long range curtain BPZ:4461010001 1-8

IR31xC.. PIR detector‚ 18 m wide angle / 50 m long range curtain IR31xC.. 1-7

IR31xCD.. PIR detector‚ 18 m wide angle / 50 m long range curtain‚ VdS ap-
proval

IR31xCD.. 1-7

IR31xMD.. PIR detector‚ 18 m wide angle / 50 m long range curtain‚ alarm 
memory

IR31xMD.. 1-8

IR60W6-10 Wireless PIR detector‚ Fresnel lens‚ incl. battery A5Q00013959 1-21

IR65W6-10 Wireless ceiling PIR detector‚ incl. battery A5Q00013965 1-23

IR80.. Fresnel PIR detector‚ 12 m wide angle IR80.. 1-3

IR80B Fresnel PIR detector‚ 12 m wide angle‚ pet immunity A5Q00002067 1-3
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IRAK3 Back tamper contact BPZ:4648530001 1-36

IRCW6-10 Remote control for IC60‚ white A5Q00013945 15-2

IRCW6-1010 Set of colored remote controls for IC60 S54543-F106-A100 15-2

IRCW6-10B Remote control for IC60‚ black S54543-F108-A100 15-2

IRCW6-11 Multifunctional remote control S54543-F109-A100 1-27

IRFW6-10 Wireless receiver module‚ SiWay A5Q00013940 16-2

IRFW6-12 Wireless receiver module‚ Si2Way S54538-F104-A100 16-2

IRM120.. PIR/MW motion detector‚ 12 m wide angle IRM120.. 1-10

IRM120C PIR/MW motion detector‚ 12 m wide angle A5Q00004068 1-10

IRM120MD PIR/MW motion detector‚ 12 m wide angle‚ VdS approval A5Q00001997 1-10

IRM270.. PIR/MW motion detector‚ 18 m wide angle IRM270.. 1-11

IRM270C PIR/MW motion detector‚ 18 m wide angle‚ 10.525 GHz A5Q00007825 1-11

IRM270CFR PIR/MW motion detector‚ 18 m wide angle‚ 9.9 GHz A5Q00007831 1-11

IRM270CT PIR/MW motion detector with real-time antimask surveillance‚ 
18 m wide angle‚ 10.525 GHz

A5Q00007851 1-12

IRM270CTFR PIR/MW motion detector with real-time antimask surveillance‚
18 m wide angle‚ 9.9 GHz

A5Q00007891 1-12

IRM270CTUK PIR/MW motion detector with real-time antimask surveillance‚ 
18 m wide angle‚ 10.687 GHz

A5Q00007894 1-12

IRM270CUK PIR/MW motion detector‚ 18 m wide angle‚ 10.687 GHz A5Q00007840 1-11

IRM270MD PIR/MW motion detector‚ 18 m wide angle‚ 9.35 GHz‚ VdS approval A5Q00002671 1-11

IRM270T PIR/MW motion detector with real-time antimask surveillance‚ 
18 m wide angle‚ 9.35 GHz

A5Q00002416 1-12

IRM270T.. PIR/MW motion detector with real-time antimask
surveillance‚ 
18 m wide angle

IRM270T.. 1-12

IRM80 Fresnel PIR/MW motion detector‚ 12 m wide angle BPZ:5716780001 1-10

IRMC104 Pet clip BPZ:5623150001 1-36

IRMF20 Masking foil BPZ:5209200001 1-36

IRO480T SW accessory set SW accessory set A5Q00004266 1-15

IRO6-04 Relay output module 4 x 12V / 1A A5Q00013944 16-3

IRO840T Dual motion detector with real-time antimask surveillance‚ 15 m 
wide angle‚ VdS approval

A5Q00003034 1-15

IRS112 Curtain mirror set for IR100‚ 20 m (4 pcs) BPZ:5622920001 1-35

IRS122 Curtain mirror set BPZ:5623020001 1-35

IRS162 Curtain mirror set for IR200‚ 25 m curtain BPZ:4893750001 1-35

IRS164 Pet alley mirror set for IR200‚ 10 m wide angle BPZ:5032060001 1-36

IRS272 Curtain mirror set BPZ:5717330001 1-35

IRUM1 General-purpose mounting bracket for IR200 BPZ:4573100001 1-34

IRUM2 Wall mount bracket BPZ:5198760001 1-34

IRUM20 Wall mount bracket BPZ:5622470001 1-34

IRUM3 Ceiling mount bracket BPZ:5198890001 1-34

IRUM30 Ceiling mount bracket BPZ:5622500001 1-34

IS380 External PIR detector volumetric‚ 24 x 21 m S54533-F101-A100 3-4

IS380.. External PIR detector IS380.. 3-4

IS380H External PIR detector volumetric‚ 30 x 27 m‚ high performance S54533-F102-A100 3-4

IS382 External PIR detector volumetric‚ 40 x 10 m S54533-F103-A100 3-5

IS384 External PIR detector volumetric‚ 50 x 30 m S54533-F104-A100 3-5

IS390 External PIR detector volumetric‚ 21 x 24  m BPZ:5398270001 3-6

IS390.. External PIR detector IS390.. 3-6

IS390H External PIR detector volumetric‚ 27 x 30 m‚ high performance A5Q00005094 3-6

IS392 External PIR detector‚ curtain 50 x 3.3  m BPZ:5398300001 3-7

IS392.. External PIR detector IS392.. 3-7

IS392D External PIR detector‚ directional curtain‚ 50 x 3.6 m S54533-F105-A100 3-7
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IS392DH External PIR detector‚ directional curtain‚ 60 x 4.2 m‚ high
performance

S54533-F106-A100 3-8

IS392H External PIR detector‚ curtain‚ 60 x 3.9 m‚ high performance A5Q00005095 3-7

IS404 External PIR detector long range curtain‚ 120 x 2.7 m A5Q00005097 3-8

IS404.. External PIR detector IS404.. 3-8

IS404H External PIR detector long range curtain‚ 150 x 3.3 m‚ high
performance

A5Q00005096 3-8

IS405H External PIR detector long range curtain‚ 150 x 3.3 m‚ 3 zones high 
performance

S54533-F107-A100 3-9

IS433 Intelligent twin active infrared beams‚ outdoor 20 m BPZ:5299760001 3-10

IS434 Intelligent twin active infrared beams‚ outdoor 40 m BPZ:5299630001 3-10

IS435 Intelligent twin active infrared beams‚ outdoor 60 m BPZ:5299050001 3-10

IS43x.. Intelligent twin active infrared beams IS433.. 3-10

IS443 Intelligent quad active infrared beams‚ 50 m BPZ:5299920001 3-11

IS444 Intelligent quad active infrared outdoor beams‚ 100 m BPZ:5299890001 3-11

IS445 Intelligent quad active infrared outdoor beams‚ 200 m BPZ:5299500001 3-11

IS44x.. Intelligent quad active infrared beams IS443.. 3-11

ISIF485B ISIF485B  Installation module and software A5Q00026219 3-14

ISMD41-3 Pole mounting bracket for IS380..‚ IS382‚ IS384‚ IS390..‚ IS392..‚ 
IS404..

A5Q00026220 3-14

ISMD42 Mount hardware for IS405H S54533-B101-A100 3-14

ISRW6-12.. Wireless outdoor siren (compatible with IC60 and SI series) ISRW6-12.. 1-29

ISRW6-12B Wireless outdoor siren in blue S54538-F103-A100 1-30

ISRW6-12R Wireless outdoor siren S54538-F103-A200 1-29

ISRW6-12T Wireless outdoor siren in orange S54538-F103-A300 1-29

ISTC41 Installation telescope for IS380..‚ IS382‚ IS384‚ IS390..‚ IS392..‚ 
IS404..‚ IS405H

BPZ:4455260001 3-14

ISWT41 Cordless walk tester for IS380..‚ IS382‚ IS384‚ IS390..‚ IS392..‚ 
IS404..‚ IS405H 

A5Q00026218 3-14

IVB-6B Black buttons x5 for IC60 horizontal compact panel S54559-B104-A100 16-7

IVB-6M Milky buttons x5 for IC60 horizontal compact panel S54559-B104-A200 16-7

IVB-6W White buttons x5 for IC60 horizontal compact panel S54559-B104-A300 16-7

IVB.. IVB... spare buttons for IC60 horizontal mounted IVB.. 16-6

IVK-6 Vertical mounting kit A5Q00020294 16-4

IVK-6-08 Vertical mounting set‚ 8 colored Lexan S54559-B105-A100 16-4

IWFW6-10 Wireless flood detector‚ incl. battery A5Q00020287 1-27

IZE6-04 Four wired zone expander module A5Q00020291 16-3

OP312R 12 V optical smoke detector A5Q00001969 5-7

OP412 Optical smoke detector S54539-F101-A100 5-7

SAG91 E-Bus concentrator BPZ:8009740001 9-5

SAH24 Housing for transponder and gateway PCB's BPZ:8004370001 9-14

SAK21 LED keypad A6E80117410 7-1

SAK41 LCD keypad with flap BPZ:8006590001 7-1

SAK51 LCD keypad BPZ:8006630001 7-1

SAK52 LCD keypad with audio function BPZ:8006930001 7-2

SAK53 LCD keypad with flap and large display BPZ:8006940001 7-2

SAK84 SiPlus LCD keypad with card reader and audio S24243-F3266-A4 7-2

SAK94 SiPlus multi partition keypad with card reader and audio S24243-F3263-A4 7-3

SAK9L1 SiPlus univ. annunciation module with key S24243-F3264-A1 7-4

SAK9S1 SiPlus univ. key switch module S24243-F3265-A1 7-3

SAP14 Power supply in housing 12 VDC / 1.3 A BPZ:8003160001 9-8

SAP20 Power supply in housing 12 VDC / 2.3 A BPZ:8006880001 9-9

SAP25 Power supply in housing 12 VDC / 2.3 A BPZ:8002930001 9-9

SAQ11 PC/Printer cable BPZ:8001960001 9-12
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SAQ18 X25 cable BPZ:8006410001 9-12

SAR11 Isolator/repeater E-Bus in housing BPZ:8000990001 9-6

SAT12 Transponder in housing BPZ:8006150001 9-7

SI120.. Sintony® control panel 6-22 zones SI120.. 6-5

SI120CH Sintony® control panel 6-22 zones Swiss German BPZ:8009800001 6-5

SI120FR Sintony® control panel 6-22 zones French BPZ:8007150001 6-6

SI120FR-NF Sintony® control panel 6-22 zones French NF BPZ:8007590001 6-6

SI120IT Sintony® control panel 6-22 zones Italian BPZ:8007160001 6-6

SI120UK Sintony® control panel 6-22 zones English A6E80115610 6-6

SI121ES Sintony® control panel 6-22 zones Spanish BPZ:8007130001 6-6

SI220.. Sintony® control panel 8-48 zones SI220.. 6-7

SI220CH Sintony® control panel 8-48 zones Switzerland BPZ:8007510001 6-7

SI220FR Sintony® control panel 8-48 zones French BPZ:8007250001 6-8

SI220FR-NF Sintony® control panel 8-48 zones French NF BPZ:8005810001 6-8

SI220IT Sintony® control panel 8-48 zones Italian BPZ:8007260001 6-8

SI220UK Sintony® control panel 8-48 zones English A6E80115710 6-8

SI221ES Sintony® control panel 8-48 zones Spanish BPZ:8007240001 6-8

SI410.. Sintony® control panel 16-464 zones SI410.. 6-9

SI410BFL Sintony® control panel 16-464 zones Flemish BPZ:8002560001 6-10

SI410CZ Sintony® control panel 16-464 zones Czech BPZ:8004740001 6-10

SI410FR Sintony® control unit 16-464 zones French BPZ:8001800001 6-10

SI410FR-NF Sintony® control panel 16-464 zones French NF BPZ:8008400001 6-10

SI410HU Sintony® control panel 16-464 zones Hungarian BPZ:8010020001 6-10

SI410IT Sintony® control panel 16-464 zones Italian BPZ:8004320001 6-10

SI410PL Sintony® control panel 16-464 zones Polish BPZ:8002660001 6-10

SI410UK Sintony® control panel 16-464 zones English BPZ:8008080001 6-11

SI411ES Sintony® control unit 16-464 zones‚ Spanish BPZ:8008660001 6-11

SI420.. Sintony® control panel 16-464 zones SI420.. 6-12

SI420CH Sintony® control unit 24-464 zones‚ Swiss BPZ:8006790001 6-13

SI420DE Sintony® control unit 24-464 zones‚ German BPZ:8009470001 6-13

SLI120CHD Panel software kit for Swiss German BPZ:8007490001 6-6

SLI120CHF Panel software kit for Swiss French BPZ:8007500001 6-6

SLI120CHI Panel software kit for Swiss Italian BPZ:8007480001 6-6

SLI220CHD Panel software kit for Swiss German BPZ:8007530001 6-8

SLI220CHF Panel software kit for Swiss French BPZ:8007540001 6-8

SLI220CHI Panel software kit for Swiss Italian BPZ:8007520001 6-8

SLK41DE Language kit for SAK41 German BPZ:8002610001 7-5

SLK51/52DE Language kit for SAK51/52 German A6E80113620 7-5

SLK51/52F Language kit for SAK51/52 French A6E80112420 7-5

SLK53DE Language kit for SAK53 German BPZ:8011140001 7-5

SLK53FR Language kit for SAK53 French BPZ:8011150001 7-5

SM110 Main board for SI110 without EPROM BPZ:8006960001 9-13

SM110D PCB for SI110 with EPROM Germany BPZ:8000470001 9-13

SM120 Main board for SI120 without EPROM BPZ:8008340001 9-13

SM210 Main board for SI210 without EPROM BPZ:8007030001 9-13

SM210D PCB for SI210 with EPROM Germany BPZ:8000290001 9-13

SM220 Main board for SI220 without EPROM BPZ:8008430001 9-13

SM320DE PCB for SI320D with EPROM Germany A6E80118620 9-13

SM410 Main board for SI410 without software BPZ:8007040001 9-13

SM410D PCB for SI410 with software for Germany BPZ:8005290001 9-13

SM410F Main board for SI410 with software for France BPZ:8005140001 9-13

SMG71 Card reader E-Bus interface BPZ:8006600001 9-5

SML21 PSTN line supervision module BPZ:8000530001 9-11



Type Index

7© Siemens Switzerland Ltd 2009

Type Description Order No. Page

SML51TBR Analog PSTN dialing device BPZ:8003480001 9-1

SML61 ISDN dialing devices BPZ:8003970001 9-1

SMN36 IP-Interface module A6E80117810 9-1

SMN42  SiPlus IP-Interface board S24243-A3203-A1 9-2

SMN43  SiPlus IP/GSM GPRS-Interface board S24243-A3203-A2 9-3

SMP08 Power supply board 12 VDC / 0.7 A BPZ:8003610001 9-13

SMP14 Power supply board 12 VDC / 1.3 A BPZ:8002640001 9-14

SMP20 Power supply board 12 VDC / 2.3 A BPZ:8006750001 9-14

SMP25 Power supply board 12 VDC / 2.3 A BPZ:8002800001 9-14

SMR11 Isolator/repeater E-Bus board BPZ:8001090001 9-7

SMR13VDS Isolator/repeater E-Bus board‚ VdS BPZ:8003900001 9-7

SMT12 Transponder board only BPZ:8006160001 9-7

SMT44 Output transponder board only BPZ:8006730001 9-8

SMU21 Transformer 20 V / 0.8 A BPZ:8003740001 9-15

SMU22 Transfomer 19 V / 1.5 A BPZ:8010240001 9-15

SMU31 Transformer 20 V / 2.5 A BPZ:8003870001 9-15

SMV11 Voice module BPZ:8000440001 9-11

SMX13 Relay module BPZ:8009180001 9-11

SMX23 Battery supervision module for SI120/SI220 BPZ:8003400001 9-11

SMX26 Low battery cut-off module BPZ:8000330001 9-12

SMY11 Spacer BPZ:8003450001 9-15

SPACER/2 mm 2 mm spacer plate for GMXP3/ GMXP3Z BPZ:3506110001 4-10

SPACER/4 mm 4 mm spacer plate for GMXP3/GMXP3Z BPZ:3506240001 4-10

SPC4100.000 Main board for SPC4120.00 (without software) S54558-A101-A100 12-7

SPC4120.200-L1 SPC control panel 8-32 zones‚ G2 S54541-C101-A100 10-6

SPC4120.300-L1 SPC control panel 8-32 zones‚ G2 S54541-C101-B100 10-7

SPC52.. SPC control panel 8-128 zones SPC52.. 10-8

SPC5200.000 Main board for SPC5220.000 and SPC5230.00 (without software) S54558-A102-A100 12-7

SPC5220.200-L1 SPC control panel 8-128 zones‚ G2 S54541-C102-A100 10-9

SPC5230.300-L1 SPC control panel 8-128 zones‚ G3 S54541-C103-A100 10-9

SPC63.. SPC control panel 8 - 512 zones SPC63.. 10-10

SPC6300.000 Main board for SPC6320.000 and SPC6330.00 (without software) S54558-A103-A100 12-7

SPC6320.200-L1 SPC control panel 8-512 zones‚ G2 S54541-C104-A100 10-11

SPC6330.300-L1 SPC control panel 8-512 zones‚ G3 S54541-C105-A100 10-11

SPCA210.100 2-Door expander S54547-A101-A100 12-4

SPCE450.100 Expander with 8 relay outputs S54542-F103-A100 12-3

SPCE650.100 Expander with 8 inputs and 2 outpus S54542-F101-A100 12-3

SPCK420.100 LCD keypad with 2x16 characters S54543-F101-A100 11-1

SPCK421.100 LCD keypad with 2x16 characters and card reader S54543-F102-A100 11-1

SPCK422.100 LCD keypad with 2x16 characters and SiWay module S54543-F103-A100 11-2

SPCN110.000 Analog PSTN module S54550-B101-A100 12-1

SPCN310.000 GSM module incl. antenna S54550-B102-A100 12-1

SPCP330.000 Main board for SPCP332 and SPCP333 S54558-A104-A100 12-7

SPCP332.300 Power supply (7Ah) with I/O expander S54545-C102-A100 12-4

SPCP333.300 Power supply (17 Ah) with I/O expander S54545-C101-A100 12-5

SPCW101.000 External aerial kit S54559-B101-A100 12-2

SPCW110.000 SiWay RF kit for panel S54554-B101-A100 12-2

SPCW130.100 SiWay RF expander S54554-F101-A100 12-2

SPCX410.000 Fast Programmer S54559-B102-A100 12-6
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TKU.. Surveillance contact TKU.. 5-3

TKU2 Surveillance contact BPZ:2305080001 5-3

TKU3 Surveillance contact with special locking mechanism BPZ:2307860001 5-3

TKU4 Surveillance contact equipped with a special threaded plate BPZ:2307990001 5-3

TKU5 Surveillance contact with protective spring BPZ:2442770001 5-4

UP370.. PIR/US detector‚ 10 m wide angle UP370.. 1-13

UP370C PIR/US detector‚ 10 m wide angle BPZ:5198180001 1-13

UP370MD PIR/US detector‚ 10 m wide angle‚ VdS approval BPZ:5198210001 1-13

UP370T PIR/US detector with real-time antimask surveillance‚ 10 m wide 
angle‚ VdS approval

BPZ:5199990001 1-14

UP370T.. PIR/US detector with real-time antimask surveillance UP370T.. 1-14

UP370TLSN PIR/US detector with real-time antimask surveillance‚ 10 m wide 
angle‚ VdS approval‚ LSN

BPZ:5397880001 1-14

WAC11 Two-way audio unit loudspeaker and microphone BPZ:8000110001 8-1

WAC12 Addressable two-way audio unit loudspeaker and microphone BPZ:8007720001 8-1

WAS11 Microphone unit BPZ:8005230001 8-1

WAT21 Video camera interface BPZ:8002150001 8-2

WAV61 Monitor interface WAV61 BPZ:8003430001 8-2

WMA11 Plug-on audio module BPZ:8000310001 8-3

WMV12 Plug-on video module BPZ:8000040010 8-3



Intrusion Detection Portfolio Overview

Detection &
monitoring

Control &
operation

Perimeter & periphery
surveillance

Room surveillance

Object surveillance

Alarming & signalling devices

IGBW6-10
Glass break
detector

IMKW6-10
Door / window
contact

ADM-I12W1
Motion detector
(Fresnel lens)

IR160W6-10
Motion detector
(black mirror) 

IR65W6-10
Motion detector
(360°)

IWFW6-10
Flood detector

IOPW6-11
Smoke detector

ISRW6-12
Outdoor siren 

Wireless detectors
and peripherals

Wired detectors
and peripherals 

ISxxx
External
PIR detectors

IS43x
Active IR beams 

Grades 2/3

E-Line detectors
Single and dual
technology

Grade 2

IRxxx/UP370
Single and dual 
technology

Grade 3

IR270T/UP370T
Single and dual 
technology

Grade 4

IRO840T
PIR/Optical 
motion detector

OP412
Optical smoke
detector

GM7xx
Seismic 
detectors

Silent alarms 

IC60 series

Compact or modular versions
Security, safety and comfort
functionality in one system
8 to16 wired/wireless zones
Local or remote operation
over telephone/mobile phone

IKP6-03
Wired LCD 
keypad

IKPW6-10
Wireless
LED keypad

IRCW6-11
Remote
control

IZE6-04
4-wired zone 
expander module  

IR06-04
4 relay output module

IRFW6-10/IRFW6-12
SiWay/Si2Way 
wireless protocol
interface modules

IGS6-10
External GSM module‚
quad band with TCP/IP

System units

Intrunet SI series 

SAK84/SAK94
LCD keypads.
Add on
key switch/
annunciation
modules

SAK51/52/53
LCD keypads with
2-line display.
With/without
audio

IRCW6-11
Remote control

6 to 464 inputs
5 to 154 outputs
3 to 16 partitions with
independent settings 
Up to 32 verification zones
Up to 32 keypads
Up to 20 “2-year”calendars
Up to 497 definable users 

SAT12
Addressable expander

IEGW6-12
SiWay/Si2Way
wireless E-Bus
gateway 

SMN42/SMN43
IP and IP/GSM
modules

SML51
PSTN module 

System units

Intrunet SPC series

System units

SPCExxx/SPCPxxx
System expanders

SPCW130
SiWay X-BUS
expander

SPCW110
SiWay wireless kit

SPCN110
PSTN module

SPCN310
GSM module 

SI1xx/SI2xx/
SI3xx/SI4xx
control units

SPC4XXX/
SPC5XXX/
SPC6XXX
control units

8 to 512 wired or
120 wireless zones 
8 on-board wired inputs
Up to 512 programmable
outputs
PSTN, GSM and IP (SPC6000)
communication
On-board Web server
(SPC5000/6000)   

SPCK42x
Wired LCD keypads
with/without
integrated card
reader or wireless
receiver 

IRCW6-11
Remote control

IC60 panels

This overview is only a partial representation of the intrusion products and systems portfolio. Please refer to the catalogue for a complete overview.



Alarm
transmission 

Alarm
verification 

Control &
operation

IZE6-04
4-wired zone 
expander module  

IR06-04
4 relay output module

IRFW6-10/IRFW6-12
SiWay/Si2Way 
wireless protocol
interface modules

IGS6-10
External GSM module‚
quad band with TCP/IP

Direct local programming
via keypad

Local programming via
USB interface and laptop

Programming using 
memory stick
(up/download settings)

Remote programming
via modem and PC 

IAR6-30
125 Khz
card reader

Up to 7
readers/system
(modular) 
Up to 100
users 
Arm/disarm
system

System units Programming/maintenance Door control Communication methods Audio verification

PSTN

GSM/GPRS 
– SMS alerts
– Back-up in case of telephone

line failure
– Transmission of information

over GPRS 

IAV6-90
2-way audio
verification module

Local programming
via keypad

Local or remote
programming via PC
(Sylcom software)

Macro tool for custo-
mised functionality 

Parameter up- & down-
load via Web browser
(IP/GSM modules) 

SiPass card
reader 
(arm/disarm)

Programming/maintenance Door control Communication methods Audio & video verification 

IP and GSM (GPRS) 
– SMS alerts 
– Event transmission
– Remote maintenance over IP

(GPRS back-up)

PSTN (analogue telephone networks) 
– Alarm transmission 
– Audio/video alarm verification
– Configuration or maintenance

ISDN 
– Alarm transmission 
– Audio/video alarm verification
– Configuration or maintenance 

WAC12
Addressable 2-way
device with speaker/
microphone.
Audio verification
over PSTN/ISDN 

SAT12
Addressable expander

IEGW6-12
SiWay/Si2Way
wireless E-Bus
gateway 

SMN42/SMN43
IP and IP/GSM
modules

SML51
PSTN module 

System units

SMG71
Addressable card
reader gateway
(SI4xx panels) 

WAT21
Addressable
audio/video
interface

Programming/maintenance Door control Communication methods Video verification 

IP (SPC6000) 

GSM
– Primary source of communication or
– Back-up to IP/PSTN communication 
– Alarm transmission 
– Remote configuration or maintenance 

PSTN (analogue telephone networks) 
– Primary sources of communication
– Back-up to IP/GSM communication
– Alarm transmission
– Remote configuration or maintenance 

Use in combination with SISTORE recording
systems from Siemens for alarm triggered
recording and automatic camera zoom-in

System units

SPCA210
2-door expander
(SPC5000/6000)

Door control
configuration
with SPC
Pro software

Local programming
via keypad 

Local or remote
programming via PC
(SPC Pro software) 

Configuration
transfer/back-up with
Fast Programmer  

Local or remote
programming via
Web server 

SPCExxx/SPCPxxx
System expanders

SPCW130
SiWay X-BUS
expander

SPCW110
SiWay wireless kit

SPCN110
PSTN module

SPCN310
GSM module 



Alarm
verification 

Audio verification

IAV6-90
2-way audio
verification module

AV6-90
2-way voice
verification module

Remote services

Alarm
management

Connection to a CMS
for centralised and remote
alarm management: 

Alarm verification

Alarm notification to customers 

Performance tests

Notification to intervention
services 

Remote programming
and maintenance

Local or remote software
programming

Entry level applications

Private homes

Apartment buildings

Small businesses

Healthcare practices

Audio & video verification Alarm
management

Alarm notification and
verification (audio/video)
over PSTN and ISDN

Alarm notification via SMS
event messages

Voice announcements
to designated individuals
(incl. audio verification)

Redundant connection via
IP and GSM (GPRS)

Remote programming
and maintenance

Configuration and maintenance
over PSTN, ISDN and IP

Off-site pre-configuration

Parameter and service events
server

Full access to security and
maintenance functions via
a PC with Sylcom

Alarm
management

Connection to Central
Monitoring Station (CMS)
via SPC Com over IP 

Monitor and control a large
panel park with status icons
for each connected SPC panel
(SPC6000) 

Remote programming
and maintenance

Store and retrieve controller
data via SPC Pro, SPC Fast
Programmer or Web server 

Off-site pre-configuration 

On-site or remote firmware
upgrades 

Full access to security and
maintenance functions via
the on-board Web server or
a PC with SPC Pro 

Small sized applications 

Small retail

Petrol stations

Large residential

Commercial buildings 

Medium sized applications

Banks

Data centres

Government buildings

Hospitals

Large sized applications

Airports 

Shopping centres

Casinos

Industrial premises

WAT21
Addressable
audio/video
interface

Video verification 

Use in combination with SISTORE recording
systems from Siemens for alarm triggered
recording and automatic camera zoom-in



Answers for infrastructure.

With intelligent security products and systems, we protect
people and assets everywhere.

As a basic human need, safety and security for people are a priority throughout all aspects of daily life, whether
at home, travelling, or at work. For businesses this extends to securing assets and preventing business disruption.
We help our customers achieve their desired level of security, from transportation networks to energy supplies,
buildings and property in general, by providing them with intelligent products and systems – protecting people,
processes and assets no matter where they are. www.siemens.com/buildingtechnologies

Is this building
secure?

Am I safe walking home?



www.siemens.com /intrusion

The information in this document contains general descriptions of technical options available,
which do not always have to be present in individual cases. The required features should therefore
be specified in each individual case at the time of closing the contract.
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Answers for infrastructure.
Megatrends driving the future■

The megatrends – demographic change,
urbanization, climate change and glo-
balization – are shaping the world today.
These have an unprecedented impact
on our lives and on vital sectors of our
economy.

Innovative technologies to answer■

the associated toughest questions
Throughout a 160-year history of pro-
ven research and engineering talent,
with more than 50,000 active patents,
Siemens has continuously provided its
customers with innovations in the areas
of healthcare, energy, industry and in-
frastructure – globally and locally.

Increase productivity and efficiency■

through complete building life cycle
management

Building Technologies offers intelligent
integrated solutions for industry, com-
mercial and residential buildings and
public infrastructure. Over the entire
facility’s life cycle, our comprehensive
and environmentally conscious port-
folio of products, systems, solutions and
services in the fields of electrical instal-
lation technology, building automation,
fire safety and electronic security,
ensures the:
– optimum comfort and highest energy

efficiency in buildings,
– safety and security for people,

processes and assets,
– increased business productivity.




